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Sheave Immediately?

U.S. Patent 7,614,611 and 9,428,370

Made-To-Order Solid Steel Sheaves 
• Available in 6", 8", 10", & 12" diameters.

• For popular rope sizes from 3/8" to 3/4".

Bearing Assemblies
• Available for 1" to 2" shafts.

• In either Bronze Sleeve Bearings or Roller Bearings.

Many Sizes Are Direct Replacements 
• For Crosby McKissick sheaves.

• For Gunnebo Johnson sheaves.

All Q Sheaves of the same OD (outside diameter) sell for the same price for all bearing options and all 
shaft sizes. Pick the best bearing type & shaft for your application without compromising to save money.

CAUTION: When replacing existing sheaves we strongly recommend staying with the same bearing type 
and size as originally used. The original equipment designers balanced bearing size and type with other 
factors to achieve a desired result. Changing just one element, the bearing, without knowing the other 
factors, can make equipment unsafe or unreliable or both.

BRONZE BUSHINGS are limited to moderate loads, slow speeds and low usage. All Q Sheaves bronze 
bushed sheaves come standard with 932 bronze (SAE 660) bushings having a Figure 8 Grease Groove. 
Shaft size, hub width and sheave RPM determines load capacity. Refer to our PV calculation sheets to 
determine load capacity for your specific application.

841 ALLOY BRONZE BUSHINGS are oil-impregnated bushings that eliminate the need for periodic 
lubrication but at the expense of load capacity. Generally, an 841 bushing has only half the load 
capacity of 932 bronze. 841 bushings are available for many of the bronze-bushed Q sheaves at no 
extra cost but may delay shipping up to three additional days.

Recommended shafts for both types of bronze bushings are cold finished shafts such as TG&P, finished 
one to three thousands under nominal shaft size.

ALL Q SHEAVES ROLLER BEARINGS are McGill MR Series cylindrical roller bearings. These bearings 
are for heavier loads, higher speeds and more frequent usage than bushings. We offer four varieties. 
Standard are double sealed roller bearing with inner race and double sealed roller bearings with no 
inner race. Our roller bearing calculation sheets allow you to determine expected life of roller bearings 
based on speed and load.

DOUBLE SEALED ROLLER BEARING WITH INNER RACE are recommended for most applications 
and are our most popular Q Sheaves. These sheaves use standard shafting with no special finish 
requirements. The seals are primarily to retain the lubricant in the bearing. Harsh environments may 
require additional seals. Contact us for advice in these cases.

UNSEALED ROLLER BEARINGS WITH INNER RACE have a 25% higher load capacity than sealed 
bearings. Always replace sheaves having unsealed bearings with sheaves having the same unsealed 
bearings. It is very common for equipment manufacturers to provide other means of retaining lubricant in 
the bearings. Unsealed roller bearings are available at no extra cost, usually with minimal shipping delay.

DOUBLE SEALED ROLLER BEARING WITHOUT INNER RACE require a ground shaft with a minimum 
hardness of Rockwell 58C. These replace the same type of bearing in blocks and similar applications.

UNSEALED ROLLER BEARINGS WITHOUT INNER RACE have a 25% higher load capacity than sealed 
bearings. Always replace sheaves having unsealed bearings with sheaves having the same unsealed 
bearings. Unsealed roller bearings are available at no extra cost, usually with minimal shipping delay.

eSheaves.com

BEARINGS, SEALS AND SHAFTS

Q Sheaves
901 Industrial Blvd
Naples, FL 34104 
Telephone: (800) 321-LOOS (5667)
Fax (239) 643-4558
Email: sales@esheaves.com
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Q Sheaves Cross Reference
On Your Doorstep in 3 Days or Less

McKissick Cross-Reference Gunnebo Johnson Cross-Reference Cont.

McKissick Sheave Rope Shaft Bearing Hub QSheaves Johnson Sheave Rope Shaft Bearing Hub QSheaves
Stock	
  # OD OD Size Type Width Part	
  # Part	
  # OD OD Size Type Width Part	
  #
460879 6 1/2 1 BB 1	
   1/2 Q0608Z16-­‐24 452510012 8 3/8 1 BB 1	
   3/8 Q0806Z16-­‐22
461235 8 1/2 1	
   1/2 BB 1	
   1/2 Q0808Z24-­‐24 452510016 8 1/2 1 BB 1	
   3/8 Q0808Z16-­‐22
461244 8 5/8 1	
   1/2 BB 1	
   1/2 Q0810Z24-­‐24 452510020 8 5/8 1 BB 1	
   3/8 Q0810Z16-­‐22
462154 9	
   7/8 1/2 1 BB* 1	
   1/2 Q1008X16-­‐24 452511012 8 3/8 1	
   1/2 BB 1	
   5/8 Q0806Z24-­‐26
462163 9	
   7/8 5/8 1 BB* 1	
   1/2 Q1010X16-­‐24 452511016 8 1/2 1	
   1/2 BB 1	
   5/8 Q0808Z24-­‐26
472875 6 1/2 2 RB 1	
   3/4 Q0608R32-­‐28 452511020 8 5/8 1	
   1/2 BB 1	
   5/8 Q0810Z24-­‐26
908003 10 5/8 1 BB* 1	
   3/8 Q1010X16-­‐22 452512012 8 3/8 1	
   1/4 BB 1	
   5/8 Q0806Z20-­‐26
908129 12 3/4 1 BB* 1	
   5/8 Q1212X16-­‐26 452512016 8 1/2 1	
   1/4 BB 1	
   5/8 Q0808Z20-­‐26
908147 12 3/4 1	
   1/8 BB* 1	
   5/8 Q1212X18-­‐26 452512020 8 5/8 1	
   1/4 BB 1	
   5/8 Q0810Z20-­‐26
913104 6 5/8 1 BB* 1	
   5/16 Q0610X16-­‐22 452515012 10 3/8 1	
   1/4 BB 1	
   9/16 Q1006Z20-­‐25
913328 8 5/8 1 BB* 1	
   3/8 Q0810X16-­‐22 452515016 10 1/2 1	
   1/4 BB 1	
   9/16 Q1008Z20-­‐25
913346 8 5/8 1	
   1/8 BB* 1	
   3/8 Q0810X18-­‐22 452515020 10 5/8 1	
   1/4 BB 1	
   9/16 Q1010Z20-­‐25
913364 8 5/8 1	
   1/4 BB* 1	
   3/8 Q0810X20-­‐22 452516012 10 3/8 1	
   1/2 BB 1	
   5/8 Q1006Z24-­‐26
913382 8 5/8 1	
   1/2 BB* 1	
   3/8 Q0810X24-­‐22 452516016 10 1/2 1	
   1/2 BB 1	
   5/8 Q1008Z24-­‐26
913765 10 5/8 1	
   1/2 BB* 1	
   3/8 Q1010X24-­‐22 452516020 10 5/8 1	
   1/2 BB 1	
   5/8 Q1010Z24-­‐26
914121 12 3/4 1	
   1/8 BB* 1	
   5/8 Q1212X18-­‐26 452517012 10 3/8 1	
   1/4 BB 1	
   5/8 Q1006Z20-­‐26
914149 12 3/4 1	
   1/4 BB 1	
   5/8 Q1212Z20-­‐26 452517016 10 1/2 1	
   1/4 BB 1	
   5/8 Q1008Z20-­‐26
914167 12 3/4 1	
   1/2 BB* 1	
   5/8 Q1212X24-­‐26 452517020 10 5/8 1	
   1/4 BB 1	
   5/8 Q1010Z20-­‐26
916520 8 1/2 1 BB* 1	
   3/8 Q0808X16-­‐22 452522016 12 1/2 1 BB 1	
   9/16 Q1208Z16-­‐25
916726 10 5/8 1 BB* 1	
   3/8 Q1010X16-­‐22 452522020 12 5/8 1 BB 1	
   9/16 Q1210Z16-­‐25
917002 12 5/8 1 BB* 1	
   5/8 Q1210X16-­‐26 452522024 12 3/4 1 BB 1	
   9/16 Q1212Z16-­‐25
917011 12 5/8 1	
   1/8 BB* 1	
   5/8 Q1210X18-­‐26 452523016 12 1/2 1	
   1/4 BB 1	
   9/16 Q1208Z20-­‐25
2023129 5	
   7/8 5/8 1	
   1/2 BB 1	
   3/4 Q0610Z24-­‐28 452523020 12 5/8 1	
   1/4 BB 1	
   9/16 Q1210Z20-­‐25
2023141 5	
   7/8 5/8 1	
   1/2 RB 1	
   3/4 Q0610R24-­‐28 452523024 12 3/4 1	
   1/4 BB 1	
   9/16 Q1212Z20-­‐25
2023145 8 1/2 1	
   1/2 BB 1	
   3/4 Q0808Z24-­‐28 452524016 12 1/2 1	
   1/2 BB 1	
   5/8 Q1208Z24-­‐26
2023147 8 5/8 1	
   1/2 BB 1	
   3/4 Q0810Z24-­‐28 452524020 12 5/8 1	
   1/2 BB 1	
   5/8 Q1210Z24-­‐26
2023155 8 1/2 1	
   1/2 RB 1	
   3/4 Q0808R24-­‐28 452524024 12 3/4 1	
   1/2 BB 1	
   5/8 Q1212Z24-­‐26
2023159 8 5/8 1	
   1/2 RB 1	
   3/4 Q0810R24-­‐28 452525016 12 1/2 1	
   1/4 BB 1	
   5/8 Q1208Z20-­‐26
2023166 9	
   7/8 1/2 1	
   1/2 BB 1	
   3/4 Q1008Z24-­‐28 452525020 12 5/8 1	
   1/4 BB 1	
   5/8 Q1210Z20-­‐26
2023170 9	
   7/8 5/8 1	
   1/2 BB 1	
   3/4 Q1010Z24-­‐28 452525024 12 3/4 1	
   1/4 BB 1	
   5/8 Q1212Z20-­‐26
2023179 9	
   7/8 5/8 1	
   1/2 RB 1	
   3/4 Q1010R24-­‐28 452552012 6 3/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q0606W24-­‐26
2023227 12 5/8 1	
   1/2 BB 1	
   3/4 Q1210Z24-­‐28 452552016 6 1/2 1	
   1/2 RB-­‐IR 1	
   5/8 Q0608W24-­‐26
2023235 12 3/4 1	
   1/2 BB 1	
   3/4 Q1212Z24-­‐28 452552020 6 5/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q0610W24-­‐26
2023236 12 3/4 1	
   1/2 RB 1	
   3/4 Q1212R24-­‐28 452554012 8 3/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q0806W24-­‐26
2023248 12 5/8 1	
   1/2 RB 1	
   3/4 Q1210R24-­‐28 452554016 8 1/2 1	
   1/2 RB-­‐IR 1	
   5/8 Q0808W24-­‐26
2026433 9	
   7/8 1/2 1	
   1/2 RB 1	
   3/4 Q1008R24-­‐28 452554020 8 5/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q0810W24-­‐26
2026841 8 1/2 1	
   1/8 BB* 1	
   3/8 Q0808X18-­‐22 452557012 10 3/8 1	
   1/4 RB-­‐IR 1	
   9/16 Q1006W20-­‐25
2026844 8 1/2 1	
   1/4 BB* 1	
   3/8 Q0808X20-­‐22 452557016 10 1/2 1	
   1/4 RB-­‐IR 1	
   9/16 Q1008W20-­‐25
2027291 10 5/8 1	
   1/4 BB* 1	
   3/8 Q1010X20-­‐22 452557020 10 5/8 1	
   1/4 RB-­‐IR 1	
   9/16 Q1010W20-­‐25

452558012 10 3/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q1006W24-­‐26
452558016 10 1/2 1	
   1/2 RB-­‐IR 1	
   5/8 Q1008W24-­‐26
452558020 10 5/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q1010W24-­‐26
452561016 12 1/2 1	
   1/4 RB-­‐IR 1	
   9/16 Q1208W20-­‐25

Johnson Sheave Rope Shaft Bearing Hub QSheaves 452561020 12 5/8 1	
   1/4 RB-­‐IR 1	
   9/16 Q1210W20-­‐25
Part	
  # OD OD Size Type Width Part	
  # 452561024 12 3/4 1	
   1/4 RB-­‐IR 1	
   9/16 Q1212W20-­‐25

452504012 6 3/8 1 BB 1	
   9/16 Q0606Z16-­‐25 452562016 12 1/2 1	
   1/2 RB-­‐IR 1	
   5/8 Q1208W24-­‐26
452504016 6 1/2 1 BB 1	
   9/16 Q0608Z16-­‐25 452562020 12 5/8 1	
   1/2 RB-­‐IR 1	
   5/8 Q1210W24-­‐26
452504020 6 5/8 1 BB 1	
   5/8 Q0610Z16-­‐26 452584012 6 3/8 1 RB 1	
   9/16 Q0606R16-­‐25
452505012 6 3/8 1	
   1/2 BB 1	
   5/8 Q0606Z24-­‐26 452584016 6 1/2 1 RB 1	
   9/16 Q0608R16-­‐25
452505016 6 1/2 1	
   1/2 BB 1	
   5/8 Q0608Z24-­‐26 452584020 6 5/8 1 RB 1	
   9/16 Q0610R16-­‐25
452505020 6 5/8 1	
   1/2 BB 1	
   5/8 Q0610Z24-­‐26 452585012 8 3/8 1 RB 1	
   9/16 Q0806R16-­‐25
452506012 6 3/8 1	
   1/4 BB 1	
   5/8 Q0606Z20-­‐26 452585016 8 1/2 1 RB 1	
   9/16 Q0808R16-­‐25
452506016 6 1/2 1	
   1/4 BB 1	
   5/8 Q0608Z20-­‐26 452585020 8 5/8 1 RB 1	
   9/16 Q0810R16-­‐25
452506020 6 5/8 1	
   1/4 BB 1	
   5/8 Q0610Z20-­‐26 452588016 12 1/2 1 RB 1	
   9/16 Q1208R16-­‐25
452507016 6 1/2 2 BB 1	
   9/16 Q0608Z32-­‐25 452588020 12 5/8 1 RB 1	
   9/16 Q1210R16-­‐25
452507020 6 5/8 2 BB 1	
   9/16 Q0610Z32-­‐25 452588024 12 3/4 1 RB 1	
   9/16 Q1212R16-­‐25
452508012 8 3/8 1 BB 1	
   9/16 Q0806Z16-­‐25
452508016 8 1/2 1 BB 1	
   9/16 Q0808Z16-­‐25
452508020 8 5/8 1 BB 1	
   9/16 Q0810Z16-­‐25

Q	
  Sheaves	
  Cross	
  Reference

NOTE:	
  Q	
  Sheaves	
  are	
  all	
  6",	
  8",	
  10"	
  or	
  12"	
  diameter

Gunnebo Johnson Cross-Reference 

Bearings:	
  	
  BB:	
  Alloy	
  932	
  	
  Bronze	
  Bushing	
  ,	
  BB*:	
  SAE	
  841	
  Oilite	
  Bushing	
  
RB:	
  Roller	
  Bearing,	
  	
  RB-­‐IR:	
  Roller	
  Bearing	
  with	
  Inner	
  Race

	
  	
  On	
  your	
  Door	
  Step	
  in	
  3	
  Days	
  or	
  Less

Use	
  this	
  6	
  Step	
  Right	
  Fit	
  Tool	
  to	
  quickly	
  configure	
  the	
  exact	
  sheave	
  you	
  need.

1350 Configurations	
  -­‐ 	
  No	
  Hassle	
  Ordering

1 Select	
  	
  OD List	
  Price
Select One 6" Q06 $	
  	
  	
  218.00

8" Q08 $	
  	
  	
  264.00
10" Q10 $	
  	
  	
  290.00
12" Q12 $	
  	
  	
  340.00

2 Select	
  Rope	
  Size 3/8" 06  Not available in 12" sheaves

Select One 7/16" 07  Not available in 12" sheaves

1/2" 08

5/8" 10

3/4" 12  Only available in 12" sheaves

3 Select	
  Bearing

4 Select	
  Shaft	
  Size 1.000 Z16 1.000 W16 1.250 R20

Select One 1.250 Z20 1.250 W20 1.500 R24

1.500 Z24 1.375 W22 1.625 R26

1.750 Z28 1.500 W24 1.750 R28

2.000 Z32 1.625 W26 2.000 R32

Options 841 Brg Unsealed Unsealed

5 Select	
  Hub	
  Width
Select One 1.500 -24 1.250 -20 1.250 -20

1.625 -26 1.500 -24 1.500 -24

1.750 -28 1.625 -26 1.625 -26

6 Quantity	
  Required

Options: '841' Bronze Bushings are Self Lubricating Bronze Bushings

'Unsealed' Roller Bearings, Standard Bearings are sealed

Options may add 2-3 days to delivery

Example: Q0810W22-24

8" Sheave, 5/8" Rope, Roller Bearing w Inner Race, 1.375 Shaft, 1.50" Hub Width

Roller Bearing

with Inner Race

Bronze Bushed Roller Bearing

Q08	
   10	
   W22	
   -­‐24	
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