Supporting Your Needs, One
Strand ata Time.




ABOUT US

I n 2014, Strand Core was purchased by Central Wire Inc. CWI is a market leader in the
production of specialty wire products and the largest re-drawer of stainless and nickel alloy
wire in North America. CWI provides products used in mission critical applications that provide
high tolerances, resistance to corrosion and durability.

Today, backed and supported by CWI, Strand Core has the capability to manufacture strand
from .009" and wire rope up to 5/8" in diameter in many material forms including but not
limited to: stainless, galvanized, bright basic, copper, inconel, phos bronze and many other
specialty metals. We have also developed additional capabilities including compacting of rope,
and can produce a variety of cable assemblies per customer design and specifications including
cable assemblies for helicopter rescue systems. Strand Core is also one of the few companies
on the government's "Qualified Products List" for aircraft control cables.

When defined, we meet the USA federal government transportation department guidelines for
the "Buy American" and "Buy America” act.

With its focus on quality and over 40 years of excellence, Strand Core produces products for

multiple industries. We greatly appreciate you taking the time to read about our product
offerings and look forward to servicing you.

Craftsman of Wire & Rope Since 1973



INDUSTRIES

aerospace architectural fishing industrial
military mining automotive medical
marine agriculture rigging & hoist poultry

construction oil & gas entertainment hunting



Constructions Offered

Wire Rope and Strand

Strand Core has the capability to manufacture strand from .009" and wire rope up to 5/8" in
diameter in many material forms including but not limited to: stainless , galvanized, bright basic,

copper, inconel, phos bronze and many other specialty metals.

1 X 7 Strand Non-Flexible

Basic strand for all concentric cable,
relatively stiff in larger diameters, offers the
least amount of stretch.

7 X 19 Preformed Wire Rope Flexible

Strong with the greatest stretch. Commonly
used over pulley's.

6 x 19 IWRC General Purpose Flexible

Used extensively in hoisting cranes, dredges,
excavators, logging and oil field
applications.

6 x 37 IWRC General Purpose Flexible
Used extensively in hoisting cranes, dredges,
excavators, logging and oil field
applications.

Aircraft Cable

Strand Core produces Aircraft Cable manufactured to commercial and
stainless, galvanized, carbon, bright basic and other alloys.

7 x 7 AIRCRAFT CABLE Moderately Flexible

For use where extreme flexibility is not
required. Commonly used in auto and
aircraft controls. Performs well in a wide
range of mechanical applications.

19 x 7 NON-ROTATING (up to 1/4")

Used when a single line hoisting operation is
necessary. Typically used on helicopter
rescue hoists.

1 X 19 Strand Non-Flexible

Smooth outside , fairly flexible and resists
compressive forces. Performs well in
"Push/Pull” operations.

7 x 7 Preformed Wire Rope Highly flexible

Durable with good abrasion resistance. Good
general purpose for strength & flexibility.

6 x 19 Fiber Core General Purpose Highly
Flexible

Superior Flexibility with less strength than
steel core. Used commonly in cranes,
dredges, excavators, logging, oil field &
marine.

6 x 37 Fiber Core General Purpose
Superior Flexibility with less strength than
steel core. Used commonly in cranes,
dredges, excavators, logging, oil field &
marine.

military specifications in

1x 19 STRAND Non-Flexible

Smooth outside, fairly flexible and resists
compressive forces. Performs well in
Push/Pull operations.

7x 19 FLEXIBLE

Performs well when flexibility and fatigue are
concerns. Aircraft controls, Sailboat rigging,
winches and garage doors are common
applications.



Specifications & Materials

Specifications Description
MIL-DTL-83420 Wire Rope, Flexible, For Aircraft Control (Supersedes MIL-W-83420,
QPL-83420 MIL-C-5424 and MIL-W-1511)
MIL-DTL-87161 Wire Rope, Non Flexible, For Aircraft Application (Supersedes MIL-W-87161,
QPL-87161 MIL-W-5693 and MIL-W-6940)
MIL-DTL-18375 Cable, Steel (Corrosion-Resisting, Non-Magnetic) Flexible, Preformed
QPL-18375 (For Aeronautical Use) (Supersedes MIL-W-18375)
MIL-DTL-83140 Wire Ropes, Steel (Stainless Steel) Preformed, Non-rotation, for Aircraft Rescue
QPL-83140 Hoist and Cargo Handling (Winching) (Supersedes MIL-W-83140)
RR-W-410 Federal Specification for Wire Rope and Strand
ASTM A1023 / A1023M Stranded Carbon Steel Wire Ropes for General Purposes
. Materials
Galvanized

Zinc coated Carbon Steel offers minimal corrosion resistance. Material remains ductile over long periods of use.
Typically has a higher breaking strength vs. stainless materials

302/304 Stainless
The most common grade of stainless Steel. Provides good corrosion resistance.

316 Stainless
Used widely in the medical and food preparation industries. Very good resistance to corrosion.

Bright Basic
A general purpose wire that is ideal for a broad variety on industrial and commercial uses.

IPS, EIPS, EEIPS
IPS-Improved Plow Steel, EIPS Extra Improved Plow Steel, EEIPS Extra Extra Improved Plow Steel. Very resistant to
wear and high in tensile as you "improve" mechanical properties.

Phos Bronze
Brass alloy that is tin coated used in the electrical industry.

Other Materials

Our Parent Company—CWI—offers many other material grade options including but not limited to Stainless, Nickel,
Copper, Brass, Inconel and Monel. Please ask us for special material grade requirements.

TEREE1 UsA MTPPP
U.S.A.



Quality Policy

Strand Core is committed to providing the resources needed to meet or exceed our
customers’ expectations and satisfy all applicable requirements through our quality
system which provides the mechanisms to continually improve our products and
services. With the involvement of our employees, customers and suppliers we promote
a philosophy of unending improvement by:

« Deployment of our Key Performance Indicators

« Improvement of processes to reduce product variability and operational costs.

« Communication of organizational goals to all employees




Commercial & Mil-Spec Strand- Stainless

1X7 Preformed T302/04 Stainless Steel Strand Non-Flexible

Diameter Diameter > Min. Break Approx. Mass
(inches) (Metric) Construction | gyrength (lbs.) | Wt(lbs.)/ 1000 ft. Code
1/64 0.40 1X7 40 0.53 C
1/32 0.80 1X7 185 2.5 C
3/64 1.20 1X7 375 55 C
1/16 1.60 X7 500 85 c
5/64 2.00 1X7 800 14 C
3/32 2.40 1XT7 1,200 20 C
7/64 2.80 1XT 1,600 27 C
1/8 3.20 IX7 2,100 35 C
5/32 4.00 IXT 3,300 55 C
3/16 4.80 1X7 4,700 73 C
1/4 6.40 Ix7 8,500 135 C
5/16 7.90 1x7 13,200 212
3/8 9.50 1x7 18,000 300 C

1X19 Preformed T302/04 Stainless Steel Strand Non-Flexible

Diameter Diameter . Min. Break Approx. Mass
(inches) (Metric) Construction Strength (Ibs.) | Wt(Ibs.)/ 1000 ft. Code
3/64 1.20 1X19 375 55 C
1/16 1.60 1X19 500 8.5 C&M
5/64 2.00 1X19 800 14 C
3/32 2.40 1X19 1,200 20 C
7/64 2.80 1X19 1,600 27 C
1/8 3.20 1X19 2,100 35 C
5/32 4.00 1X19 3,300 55 C&M
3/16 4.80 1X19 4,700 77 C
7/32 5.60 1X19 6,300 102 C
1/4 6.40 1X19 8,200 135 C

Code C: Commercial
Code M: Military Specification MIL-DTL-87161




7x7 Preformed T302/04 Stainless Wire Rope Flexible

Commercial & Mil-Spec Aircaft Cable- Stainless

Diameter Diameter Min. Break Approx. Mass
(inches) (Metric) Construction Strength (lbs.) Wt(lbs.)/ 1000 ft. Code
1/32 0.80 T 115 1.6 C
3/64 1.20 T 270 4.2 C&M
1/16 1.60 TXT 480 7.5 C&M
5/64 2.00 7 650 11 C
3/32 2.40 T 920 16 C&M
1/8 3.20 X7 1,700 28 C
5/32 4.00 7 2,400 43 C
3/16 4.80 =T 3,700 62 G
7/32 5.60 7 4,800 83 C
1/4 6.40 X7 6,100 106 C
5/16 7.90 TxT 9,000 167 ¢
3/8 9.50 X7 12,000 236 C

7X19 Preformed T302/04 Stainless Steel Wire Rope Flexible

Diameter Diameter Min. Break Approx. Mass

(inches) (Metric) Construction | strength (Ibs.) | We(lbs.)/ 1000 ft. Code
1/16 1.60 7x19 480 Vi, C&M
3/32 2.40 7x19 920 16 C&M
1/8 3.20 7x19 1,760 29 C&M
5/32 4.00 x19 2,400 45 c&m
3/16 4.80 7x19 3,700 65 c&M
7/32 5.60 7x19 5,000 86 C&M
1/4 6.40 7x19 6,400 110 C&M
9/32 7.10 %19 7,800 139 &
5/16 7.90 %19 9,000 173 C&Mm
3/8 9.50 %19 12,000 243 cC&M

Code C: Commercial, Federal Specification RR-W-410

Code M: Military Specification MIL-DTL-83420




General Purpose Wire Rope- Stainless

6x19 Class IWRC Preformed T302/04 Stainless Wire Rope

Diameter Diameter . Min. Break Approx. Mass
(inches) (Metric) eonRucten Strength (Ibs.) W{lbs.)/ 1000 ft.
7/16 11.10 6x19 15,900 350
1/2 12.70 6x19 22,200 460
9/16 14.30 6x19 27,800 590
5/8 15.90 6x19 34,100 720

6x37 Class IWRC Preformed T302/04 Stainless Steel Wire Rope

Diameter Diameter . Min. Break Approx. Mass
(inches) (Metric) Construction Strength (lbs.) Wi(lbs.)/ 1000 ft.

3/16 4.8 6x37 3,000 65

7/32 5.6 6x37 4,000 86

1/4 6.4 6x37 5,400 100
5/16 7.9 6x37 8,300 180
3/8 9.5 6x37 11,700 240
7/16 11.10 6x37 15,900 350
1/2 12.70 6x37 22,200 460
9/16 14.30 6x37 27,800 590
5/8 15.90 6x37 34,100 720




Commercial & Mil-Spec Strand- Galvanized
Carbon Steel

| 1x7 Preformed Galvanized Steel Strand Non-Flexible [

Diameter Diameter ) Min. Break Approx. Mass
(inches) (Metric) Construction Strength (lbs.) | Wt(lbs.)/ 1000 ft. Code
1/32 0.8 1x7 185 AT C
3/64 1.20 Ix7 375 55 G
1/16 1.60 1x7 500 8.5 c
5/64 2.00 X7 800 14 €
3/32 2.40 17 1,200 27 £
1/8 3.20 1x7 2,100 35 (@

__ 1X19 Preformed Galvanized Steel Strand Non-Flexible L

Diameter Diameter ) Min. Break Approx. Mass
(inches) (Metric) Construction | gtrength (Ibs.) | Wt(lbs.)/ 1000 ft. Code
3/64 1.20 1x19 375 5.5 C
1/16 1.60 1x19 500 8.5 C
5/64 2.00 1x19 800 14 C
3/32 2.40 1x19 1,200 20 c&Mm
7/64 2.80 1x19 1,600 35 c
1/8 3.20 1x19 2,100 35 c
5/32 4.00 1x19 3,300 55 C
3/16 4.80 1x19 4,700 i C
7/32 5.60 1x19 6,300 102 C
1/4 6.40 1x19 8,200 135 C
5/16 7.90 1x19 12,500 210 ¢

Code C: Commercial

Code M: Military Specification MIL-DTL-87161




Commercial & Mil-Spec Aircaft Cable- Galvanized
Carbon Steel

7x7 Preformed Galvanized Steel Wire Rope Flexible _

Diameter Diameter ; Min. Break Approx. Mass

(inches) (Metric) Construction | strength (Ibs.) | Wt(lbs.)/ 1000 ft. Code
3/64 1.20 =T 270 4.2 C
1/16 1.60 ™7 480 7.5 C&M
5/64 2.00 TXT 650 11 €
3/32 2.40 =T 920 16 C&M
1/8 3.20 X7 1,700 28 C
5/32 4,00 T 2,600 43 C
3/16 4.80 =T 3,700 62 C
7/32 5.60 X7 4,800 83 C
1/4 6.40 ™7 6,100 106 €
5/16 7.90 X7 9,200 167 C
3/8 9.50 X7 13,100 236 Cc

7X19 Preformed Galvanized Steel Wire Rope Flexible

Diameter Diameter . Min. Break Approx. Mass

(inches) (Metric) Construction [ gyrength (lbs.) | Wt(lbs.)/ 1000 f. Code
1/16 1.60 7x19 480 7.5 C
3/32 2.40 %19 1,000 16 C&M
1/8 3.20 7x19 2,000 29 C&M
5/32 4.00 Tx19 2,800 45 C&M
3/16 4.80 7x19 4,200 65 C&M
7/32 5.60 %19 5,600 86 cC&Mm
1/4 6.40 7x19 7,000 110 C&M
9/32 7.10 7x19 8,000 139 C
5/16 7.90 719 9,800 173 C&M
3/8 9.50 %19 14,400 243 C&M

Code C: Commercial, Federal Specification RR-W-410 & ASTM A1023M

Code M: Military Specification MIL-DTL-83420




General Purpose Wire Rope- Carbon Steel

6x19 Class IWRC Preformed Bright & Galvanized Wire Rope

linches | (Metng | Construction Min. Brealestrength ((bs. Wellbs/ 1000 .
IPS EIPS EEIPS

3/16 4,80 6x19 . 3,840 . 65

1/4 6.40 6x19 5,880 6,800 = 120
5/16 7.90 6x19 9,160 10,540 . 180
3/8 9.50 6x19 13,120 15,100 16,600 260
7/16 11.10 6x19 17,780 20,400 22,400 350
1/2 12.70 6x19 23,000 26,600 29,200 460
9/16 14.30 6x19 29,000 33,600 37,000 580
5/8 15.90 6x19 35,400 41,200 45,400 720

6x19 Class Fiber Core Preformed Bright & Galvanized Wire Rope

Yinchesl | (wewiq | Construction Min. Break Strength (tbs. lbe/ 100
IPS EIPS EEIPS

3/16 4.80 6x19 : 3,420 5 58

1/4 6.40 6x19 5,480 6,020 = 110
5/16 7.90 6x19 8,520 9,380 - 160
3/8 9.50 6x19 12,200 13,420 14,760 240
7/16 11.10 6x19 16,540 18,200 20,000 320
1/2 12.70 6x19 21,400 23,600 25,800 420
9/16 14.30 6x19 27,000 29,800 32,600 530
5/8 15.90 6x19 33,400 36,800 40,400 660

Commercial, Federal Spec RR-W-410 & ASTM A1023M




General Purpose Wire Rope- Carbon Steel

6x37 Class IWRC Preformed Bright & Galvanized Wire Rope

D;iii:;nhe;:}r D(i:;: fif; S Construction Min. Break Strength (lbs.) W’:ﬁ'gﬁ?;gggsﬂ
IPS EIPS EEIPS
3/16 4.80 6x37 + 3,840 - 65
1/4 6.40 6x37 5,880 6,800 - 120
5/16 7.90 6x37 9,160 10,540 - 180
3/8 9.50 6x37 13,120 15,100 16,600 260
7/16 11.10 6x37 17,780 20,400 22,400 350
1/2 12.70 6x37 23,000 26,600 29,200 460
9/16 14.30 6x37 29,000 33,600 37,000 580
5/8 15.90 6x37 35,400 41,200 45,400 720

6x37 Class Fiber Core Preformed Bright & Galvanized Wire Rope

D(i;r;"'he::)" D(L:‘Z:zt:)’ Construction Min. Break Strength (Ibs.) W*:(I?E;j?-l’:g;s&_
IPS EIPS EEIPS
1/4 6.40 6x37 5,480 6,020 - 110
5/16 7.90 6x37 8,520 9,380 - 160
3/8 9.50 6x37 12,200 13,420 14,760 240
7/16 11.10 6x37 16,540 18,200 20,000 320
1/2 12.70 6x37 21,400 23,600 25,800 420
9/16 14.30 6x37 27,000 29,800 32,600 530
5/8 15.90 6x37 33,400 36,800 40,400 660

Commercial, Federal Spec RR-W-410 & ASTM A1023M




Cable Assemblies & Hardware

Strand Core has the capability to fabricate high quality wire rope and cable assemblies

to meet your technical requirements and demanding production schedules. We maintain

an inventory of Commercial and Military Standard Cable and fitting components. We welcome
the opportunity to produce assembly prototypes per your technical standards and designs.
We also can provide proof load testing per your specific requirements.

MS Spec Fittings NAS Fittings

Eye End Strap Fork End

Double Shank Eye End

Single Shank

Fork End . L
Stud Boeing Spec Fittings
Locking Plain Ball

Turnbuckle Terminal Cylindrical
Clip Locking Clip Lock Turnbuckle

Strand Core

5881 Commerce Rd 800-983-9926 sales@strandcore.com
Milton, Fl 32583 www.centralwire.com
USA

.' srrandcore

o cwi company




